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This paper presents the results of an experimental study of ductile damage and failure of pure copper.  Uniaxial ten-
sion tests were performed for specimens with different arrangements of pre-drilled micro-holes representing the 
simulation models of cylindrical voids.  This experimental method has already been applied by a number of re-
searchers in order to investigate the damage of metals under plastic deformation and proved to be useful for study-
ing an evolution of damage in ductile materials in terms of local strains of both representative volume elements 
(RVE) and meso-elements (i.e., material unit cells with a single void).  Two measures are used for the assessment of 
damage in the deformed material.  The first one relates damage to an increase in the void volume.  The second 
measure accounts for the damage associated with a change in the void shape.  Both measures were introduced as 
part of a tensorial theory of damage in Zapara et al. (2008).  They are based on experimental studies of damage ki-
netics in metallic materials under plasticity conditions.  In combination with similar data from the literature the ob-
tained results are important for the modeling of metal forming processes with dominating tensile deformation (e.g., 
deep-drawing, ironing, wire drawing). 
 
 
1 Introduction 
 
Damage of metals subjected to plastic deformation is mainly governed by void nucleation and growth (Yokobori, 1968).  
McClintock (1968) was the first to recognize the role of microvoids in ductile failure processes and tried to correlate the 
mean radius of nucleated cavities to the overall plastic strain increment.  Rice and Tracey (1969) studied the evolution 
of spherical voids in an elastic-perfectly plastic matrix analytically.  In these pioneering investigations the interaction 
between microvoids, the coalescence process, and hardening effects were neglected, and failure was postulated to occur 
when the cavity radius would reach a critical value specific for the material.  Fleck and Hutchinson (1986) expanded 
these results and, for the first time, led to the clarification of void growth and void shape evolution in shear bands.  
However, their approach was restricted to an isolated void in an infinite matrix material.  It is well known that void coa-
lescence followed by the formation of large cavities occurs in the direction of shear bands, especially under large de-
formations (cf., e.g., Yokobori, 1968).  In turn these cavities can be sources of localized strain bands.  In order to illus-
trate the void interaction we may introduce besides the RVE (Fig. 1) a meso-element, which represents the material unit 
cell with a single void (Fig. 2) (for more details on the geometrical representation see Zapara et al., 2008). The void 
volume fraction will be used as an internal parameter: RVEvv ΔΔ VVf = , where vΔV  denotes the volume occupied by 
voids within the RVE of size RVEΔV . 
 
Based on this method further pioneering work was undertaken by Gurson (1977) who obtained constitutive models 
for solids containing circular-cylindrical or spherical voids through an upper bound approach.  Other studies involv-
ing such methods were presented by Tracey (1971) and Needleman (1972) who modeled the response of an array of 
circular-cylindrical voids, and by Licht and Suquet (1988) who gave a simple model for cylindrical void growth in a 
non-linearly viscous material at arbitrary void volume fractions.  The Gurson model is widely used for the analysis of 
ductile failure phenomena.  When applied there is a non-uniqueness problem in determining the Gurson parameters 
and linking them to material properties. Needleman and Tvergaard (1984) and Koplik and Needleman (1988) ex-
tended the initial formulation proposed by Gurson in order to include the acceleration in the failure process induced 
by void coalescence.  Zhang and Hauge (1990) classified the parameters involved in the Gurson model into strain 
gradient-sensitive and -insensitive parameters.  A physical mechanism based failure criterion for void coalescence 
was implemented in their paper, resulting in a complete Gurson model. The critical void volume fraction at void coa-
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lescence was assumed to be a material specific response, which in general depends on the stress state. The void vol-
ume fraction was postulated to depend on the distribution of void nucleation. 
 
                             
 
Figure 1.  Representative volume element (RVE) under arbitrarily complex deformation: left initial moment, 
right current moment 
 
 
 
Figure 2.  Meso-element with an ellipsoidal void under arbitrarily complex deformation: left initial moment, 
right current moment 
 
 
Gologanu et al. (1993) extended the classical Gurson analysis of a hollow rigid ideal-plastic sphere loaded axisym-
metrically to an ellipsoidal volume containing a confocal ellipsoidal cavity in order to define approximate models for 
ductile metals containing non-spherical voids. Moreover in Gologanu et al. (2001 a,b) theoretical models for void 
coalescence in porous ductile solids were developed. The authors considered a cylindrical RVE containing an ini-
tially spheroidal void subjected to some axisymmetric loading. In a first case study the major stress applied is an ax-
ial one so that voids gradually concentrate in horizontal bands and coalesce due to a sudden concentration of the de-
formation in these regions. In the second case study the major stress applied is of lateral nature so that voids gradu-
ally concentrate along vertical columns and gradually coalesce. Comparison of the model predictions with the FE 
results exhibits a good agreement for a wide range of triaxialities.  Tvergaard and Niordoson (2004) investigated the 
role of smaller size voids in a ductile damage material by using a local plasticity model as proposed by Acharya and 
Bassani (2000). Schacht et al. (2003) used a 3D unit cell with voids to investigate the role and the effects associated 
with the crystallographic orientation of the matrix material, finding a substantial dependency of the growth and coa-
lescence phase with the anisotropy of the material surrounding the voids. 
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The important role of the volume growth of the voids as an important factor for the assessment of damage of plastically 
deformable metals is unquestioned (cf., e.g., Makarov et al., 2007).  Nevertheless it seems also necessary to take the 
influence of the shape of the defects and their direction into account in order to study the evolution of the strain damage 
in more detail (cf., e.g., Horstemeyer et al., 2000; Klöcker and Tvergaard, 2003).  Voids assume a prolate (or oblate, 
depending on the stress state) ellipsoidal shape under large plastic deformation.  At the same time it turns out that a 
spatial orientation of the principal axes of the meso-ellipsoid is related to the directions of the principal strains 321 ,, eee  
of the material particle containing a void (i.e., a meso-element, cf., Fig. 2). 
 
Under complex (non-uniform) loading the ratio between the principal strains 1e , 2e , 3e  changes and the principal 
strain axes rotate over the material fibers (i.e., w.r.t an accompanying coordinate system).  At the initial moment of the 
deformation the shape of the particle meso-volume is a cube, and the void shape is a sphere (with the volume 0Δ vV ).  The 
space orientation of the meso-parallelepiped corresponds to an accompanying coordinate system kx , 3,2,1=k , chosen at 
the initial moment 0t  (cf., Fig. 2, left).  The accompanying axes 
kx  are rigidly connected with the particles of the contin-
uum and deform concurrently.  Therefore, the accompanying Cartesian system of orthogonal coordinates chosen at the 
initial moment becomes, generally speaking, curvilinear and non-orthogonal under arbitrarily complex deformation.  Dur-
ing arbitrarily complex deformation (for the finite period 0Δ ttt -= ) the cube-shaped meso-volume transforms into an 
oblique parallelepiped, and the spherical void transforms into an ellipsoid of volume vΔV .  Geometrical models of the 
RVE and the meso-element allow us to determine the characteristics of deformation appearing in the constitutive equations 
for strain-induced damage. 
 
Metals are characterized by a tensor of strain-induced damage.  That is why a number of the authors (cf., e.g., Menzel 
and Steinmann, 2001; Brünig, 2003; Lemaitre and Desmorat, 2007; Hammi and Horstemeyer, 2007) use a damage 
tensor when studying processes with plastic deformation.  The theory of Thomason (1990) assumes that the material 
deforms homogeneously until localized deformation between the voids intervenes. The fracture is expected to occur 
so rapidly after the onset of localized deformation that the transition from homogeneous to inhomogeneous deforma-
tion is used as a criterion for ductility.  In the Thomason model it is assumed that coalescence results by reaching a 
state of plastic limit load inducing failure of the intervoid matrix. By assuming axial symmetry and ellipsoidal void 
growth Thomason formulated the condition for the onset of void coalescence. 
 
Pardoen et al. (1998) analyzed available criteria of void coalescence in view of void shape change.  They performed 
tensile tests using notched round copper bars.  The metallographic study showed that coalescence always occurred in 
the narrowest section of the specimen.  The crucial result of this experimental study of damage kinetics consisted in 
confirming that coalescence evolves from a microscopic localization of plastic shear within very small bands of the 
material.  This fact proves the known analytical criterion for the onset of void coalescence developed by Brown and 
Embury (1974).  This criterion can be interpreted from an explicit micro-mechanical point of view: In a perfectly plastic 
material the formation of micro-shear bands (directed mainly at o45 to the tensile load), which connect two voids, will 
lead rapidly to the fracture of the ligament.  From geometrical arguments, this criterion can be generalized for any pair 
of ellipsoidal voids.  The published results have a significant practical value for the modeling of ductile damage in proc-
esses with multiaxial stress states.  Bonora et al. (2005) have shown a possibility to predict elastic failure of metals in 
such processes by using damage parameters that were determined experimentally in simple uniaxial tests. 
 
In our experiments we study the evolution of damage depending on the local strains of both RVE and meso-elements 
with artificial voids (viz., pre-machined holes).  This technique was initially applied by Tait and Taplin (1979).  The 
plastic deformation of specimens with artificial defects has been investigated later by a number of authors in order to 
understand the evolution of damage (cf., e.g. Magnusen et al., 1988; Dung, 1992; Kannan and Hamilton, 1998; Khrai-
shi et al., 2001; Mulholland et al., 2006; Zapara et al., 2010).  The recent publications by Weck and Wilkinson (2008) 
and Weck et al. (2008) presented remarkable results by using this approach. They showed the importance of void 
spacing and orientation for void coalescence.  Controlled visualization of void growth and coalescence in model ma-
terials containing laser-drilled holes allowed them to describe damage and failure mechanisms accurately which are 
difficult to obtain experimentally because of the stochastic nature of void coalescence, the considerable number of 
voids, and the difficulty of observing voids inside the sample. 
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In our paper this method is applied to the experimental research and modeling of strain-induced damage for pure copper 
under large tensile deformations typical for deep-drawing operations.  In the next section we will briefly present the 
constitutive equations for strain induced damage of metals.  Then we will explain the problem and the corresponding 
experimental study, and describe how the tests were performed (Section 3).  This will then be followed by experimental 
results (Section 4).  We conclude with a discussion (Section 5). 
 
 
 
2 Constitutive Equations for Strain Induced Damage 
 
Plastic strains in deformed metals amount to %9070L , i.e., they are approximately a hundred times larger than the 
elastic strains occurring in metal forming processes, such as drawing, press forging, and extrusion.  Therefore the 
constitutive equations include only the plastic strains.  The tensors of strain increments and strain rates can be written 
as pdd εε =  and pεε && = , respectively.  The appropriateness of a rigid-plastic material model during the analysis of 
metal forming processes was demonstrated by Hill (1950), Prager and Hodge (1951), Kachanov (2004), etc.  Analo-
gously to the determination of the strains at the RVE-level and meso-level we introduce the tensors of strain incre-
ments and strain rates at the RVE-level: εd  and ε&  and at the meso-level: ε&d  and ε& , respectively.  The correspond-
ing tensorial components are denoted as follows: ijed , ije& , ijed , ije& , including volumetric parts: kked , kke& , kked , 
kke& , and deviatoric components: ijed , ije& , ijed , ije& , as well as the equivalent von Mises measures: eqde , eqe& , 
eqe , eqde , eqe& , eqe . 
 
In order to study forming processes (with large finite deformations) in combination with damage analysis, i.e., with 
the analysis of a change in volume and shape of defects at the meso-level, it is reasonable to use a symmetric second 
order damage rate tensor ω&  (cf., Zapara et al., 2008).  The constitutive equations for the internal variables ( ije& , r& , 
ijw& ) can be derived from a dissipation potential F, which is a convex function of the associated variables 
( ijs- , R , ijU- ).  The convexity of the dissipation potential in an associated variable space follows from the second 
principle of thermodynamics, i.e., the CLAUSIUS-DUHEM inequality (cf., e.g., Collins and Houlsby, 1997; Houlsby 
and Puzrin, 2000; Brünig, 2003; Voyiadjis and Dorgan, 2007; Einav et al., 2007; Stumpf et al., 2009).  Thus, we 
find: 
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where ije& are the deviatoric plastic strain rates (at the RVE-level), r&  is the isotropic hardening parameter, ijw&  are the 
components of the damage rate tensor ω& , ijs  are the deviatoric stresses, R is the isotropic hardening stress parame-
ter, ijY  are the components of the tensor Y  which accounts for the energy density release rate related to the void 
growth and a change in its shape, and l&  is the plastic Lagrange multiplier. 
 
In view of the published qualitative experiments (Bonora et al., 2005; Lemaitre and Desmorat, 2007) we can decom-
pose the potential F as the sum: 
 WF +=F  (2) 
where F  and W  refer to the plastic potential and the damage potential, respectively. 
 
In view of Eq. (2) Eqs. (1) assume the following form: 
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Following Kachanov (2004) the von Mises yield function f  can be used as a plastic potential F : 
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 ( ) ( ) 021, 2y =-= tijijij ssRsf , (4) 
where yt  is the yield stress under shear. 
 
The plastic multiplier l&  is proportional to the plastic strain energy density rate, pw& : 
 2eqp 3
2
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Eq. (5) results in: 
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where eqs  and ( ) ijijeq ee &&& 32=e  denote the equivalent von Mises stress and strain rate (both related to the RVE), 
respectively.  In view that 3yeq ts =  (at the yield state) we may finally write: 
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When calculating stresses and strains we will consider isotropic hardening that is typical for large plastic deforma-
tions at metal forming. The conjugate force of isotropic hardening is the stress parameter ( ) y21 t== ijijssR , 
which describes a change in the radius of the von Mises cylinder (4) in the principal stress space 321 ,, sss .  The 
isotropic hardening parameter, r& , can be written as follows: 
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The damage potential W  for a rigid-plastic material model can be defined as a quadratic function of the first invari-
ant ( )ε&1I  of the strain rate tensor ε&  for meso-elements and the linear function of the second invariant ( )e&2I  of the 
deviatoric strain rate tensor e&  for meso-elements: 
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Eq. (9) can be interpreted in terms of energy:  The first term in brackets, which includes the function ( )261 kke& , de-
fines the dissipation related to plastic dilatation caused by the growth of the void volume.  The second term, which 
includes the invariant ijijee &&2
1 , accounts for the dissipation related to a change in the meso-element shape. 
 
The tensor Y  can be defined by the linear function of the strain rate tensor for meso-elements. 
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As a normalizing factor Yk  we may use the following integral quantity fe  (to the moment ft  of macroscopic fail-
ure): 
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In view of Eqs. (10) and (11) Eq. (9) becomes: 
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where kkY  and ijY
~ are the volumetric and deviatoric components of the tensor Y . 
 
The damage potential (12) in view of Eq. (3)3, defines the damage rate tensor w& : 
 ij
ij
ij YY 2fe
lW
lw
&&& =
¶
¶
= , (13) 
 
or, taking Eq. (10) into account, we have: 
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Following the summation rule for repetitive indices 3,2,1,, =kji , we may rewrite Eq. (12) with the invariants in 
detail: 
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Using the principal axes 3,2,1  of the tensor Y  instead of the axes ix  (with 3,2,1=i ) we may rewrite Eq. (15) as 
follows: 
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W , (16) 
This dependence can be represented in the space of principal components ( 321 ,, YYY ) by a spherical surface with the 
radius ( )ijYWe 2f  whose center coincides with the origin of coordinates.  The damage increments ( tijij dd ww &= ) 
can be represented in the spaces ijY  and ije&  by a vector if we multiply the components ijwd  by an equidimensional 
constant.  Since the direction cosines of the normal to the potential surface const=W  in the spaces ijY  and ije&  are 
proportional to the derivatives ijY¶¶W  and ijeW &¶¶  the vector ijwd  coincides with the outer normal to the damage 
potential surface according to Eq. (3)3. 
 
A decomposition of the increments of the damage tensor wd  into a volumetric and a deviatoric part, 
( ) ijkkijij wwdw ~dd31d +=  (where kkwd  denotes the first invariant of the tensor wd  and ijd  is the Kronecker delta), 
is physically meaningful.  The volumetric part, ( ) kkij wd d31 , describes the damage increment caused by a change in 
the volume of the void. The deviatoric increment, ijw
~d , accounts for the increase in damage caused by a change in 
void shape.  Such a view on damage kinetics enables us to introduce two damage measures, 1w  and 2w , for damage 
assessment (cf., Zapara et al., 2008): 
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We may represent Eq. (11) in terms of strain increments: 
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Fig. 3 (left) shows a mapping plane with Cartesian rectangular coordinates: kkex = , ( ) eq23 eh = , where 
[ ]¥Î ;0,hx .  The integral value of fe  can be defined by the length of the arc fzO : ò=
f
df
z
ze ,  where the point fz  
corresponds to the moment of macroscopic failure.  In case of a proportional increase in plastic dilatation kke  and 
the equivalent strain eqe  of meso-elements, fe  can be defined by a scalar of the vector fzO : ff
f
d zze
z
O== ò .  
Phase angles of the vectors of failure, fzO , and of coalescence, czO , are denoted by ( )( )ffeq1f 23 kkeeJ -= tan  
and ( )( )cceq1c 23 kkeeJ -= tan , respectively. 
 
In view of Eqs. (17) the integral normalized measures of damage ( [ ]1;0, 21 Îww ) can be written as follows 
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Fig. 3 (right) shows a plane of the normalized parameters 1w  and 2w .  The evolution of damage from the initial state 
to the failure is represented by the trajectory fcMOM , where the point cM  corresponds to the onset of void coales-
cence.  This interpretation of damage accumulation allows us to formulate a working hypothesis about the failure 
locus ( )21f , wwS  (cf., Fig. 3, right).  The locus point ( )0,1fS  corresponds to failure as a result of critical plastic dila-
tation but without any change in void shape while the locus point ( )1,0fS  corresponds to the failure as a result of the 
critical equivalent strain of the meso-elements containing prolate ellipsoidal voids without any change in their vol-
ume.  The failure locus ( )21f , wwS  can be approximated by the Lame curve: 121 =+ bb ww .  Orientations of the fail-
ure vector fOM  and the coalescence vector cOM  are defined by phase angles fu  and cu , respectively. 
 
 
Figure 3.  Representation of the evolution of ductile damage: 
  left – in a plane of kkeh =  and ( ) eq23 ex = ; right – in a plane of 2w  and 1w  
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The theoretical framework given above is an extension of the damage theory presented by Kachanov (1986).  If one 
neglects the change in void shape Eqns. (3)3 and (9) - (14) become: 
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The underlined indices "kk" mean that the summation over repetitive indices is not implied, i.e., 
¹kkw& 332211 www &&& ++ .  From these equations we may obtain the known damage parameter introduced by Kachanov 
(1986): fkkkkkk eeww &&& == . 
 
For an experimental study of the damage in terms of 1w  and 2w  it is convenient to define kke  and eqe  and their 
derivatives (cf., Eqs. (19)) as material functions of the equivalent deviatoric strain eqe  of the RVE, i.e.: 
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where the dash refers to differentiation with respect to eqe . 
 
The technique of how the strains of both meso-elements and the RVE (which contains these meso-elements) under 
complex loading can be determined is outlined in Zapara et al. (2008).  By substituting the material functions (21) 
into Eqs. (17) we may finally write: 
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3 Problem Definition and Description of the Experimental Study 
 
3.1 The problem 
 
In order to state the particular experimental problem most concisely the differential equations of damage (22) are 
represented in the following integral form: 
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The determination of the material functions appearing in Eqs. (23) for as-delivered pure copper subjected to plastic 
deformation is the main experimental problem.  The following dependencies should be experimentally investigated 
in order to solve this problem: the yield stress ys  vs. the elongation e  of the sample, plastic dilatation kke  of the me-
so-elements vs. the equivalent strain eqe  of the RVE,  the equivalent strain eqe  of meso-elements vs. eqe , and the 
limit plastic strain fe  of the meso-elements vs. the limit equivalent strain feqe  of the RVE . 
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3.2 Description of the experiments 
 
The general form of the specimens with artificial defects is shown in Fig. 4.  Four different types of sheet specimens 
made of pure copper (Cu-0, Cu-1, Cu-2, Cu-3) were prepared.  One of these (Cu-0) has no any artificial defects 
while the rest has pre-machined through-holes, i.e., artificial voids. 
 
 
                                              
                                                 Figure 4. General form of the specimen 
 
The zone of artificial defects (i.e., an imitation of the RVE) is represented by a line of cylindrical pre-machined 
through-holes (of diameter 5.0@d  mm) with different distances between the centers of the holes, cl , and different 
angles J  between the center line of the holes and the tensile loading direction (cf., Fig. 5).  The indices 1, 2, and 3 
correspond to the following distances between the centers of neighboring holes: 9.1,7.1,5.1c =dl .  The angles J  
are chosen within the range of o6550 -=J  according to the experimental hypothesis by Yokobori (1968), who re-
vealed that large voids initiate microscopic shear bands at angles between 55-60 degree to the direction of the princi-
pal tensile stress. 
 
                                           Figure 5. Arrangement of pre-fabricated holes 
 
Specimens of each type were subjected to stepwise uniaxial tension up to fracture.  The plane dimensions of the arti-
ficial voids and of the RVE were measured by means of a general-purpose optical microscope after each step of de-
formation while their thickness was measured by using a thickness gauge.  Stepwise tension of the specimens cou-
pled with measurements of changing defects allows us to determine the parameters of the evolution of damage dur-
ing plastic deformation.  Uniaxial tension was carried out in a deformation-controlled manner using a universal ten-
sile testing machine with measurement instrumentation (cf., Fig. 6) at a speed of the crossbar equal to 5 mm/min.  
The force of deformation ( )tP  and the specimen elongation ( )[ ] 00 lltl -=e , where ( )tll ,0  denote the initial and 
current effective length of the specimen, respectively, were measured during deformation as functions of time, 
[ ]f0 tt ;Ì  with ft  indicating the moment of fracture.  The evolution of defects within the zone of RVE was recorded 
by the digital camera (cf., Fig. 6, center). 
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Figure 6. A specimen in the testing machine (left), deformation of the zone with artificial defects (center), 
             measurement instrumentation (right) 
 
 
3.3 Experimental data processing 
 
3.3.1 Formulation of the dependencies ( )eqee kk  
 
Simple loading is realized during uniaxial tension of flat specimens (cf., e.g., Kachanov, 2004).  The principal axes 
of stresses and strains coincide with the same material lines under simple loading.  Hence, there is no rotation of the 
principal axes w.r.t. the accompanying coordinate axes which are rigidly connected to the deformed solid (cf., Sedov, 
1983).  This fact allows us to represent the process of simple loading in the principal strain space using a line seg-
ment (cf., Fig. 7) where points 0, M , cM , and fM  correspond to the initial, the current state of the specimen, to the 
onset of void coalescence, and to fracture, respectively. 
 
The known strain path (straight-line segment fOM ) allows us to determine the principal components 321 ,, eee  
using a rule of additive summation of strain increments: 
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where 101 , ll , 202 , ll , ,03l and 3l  denote the linear dimensions of the RVE in the directions of the principal axes 1, 
2, and 3, at the initial and current moments of tension, respectively.  Note that during uniaxial tension the principal 
axis 1 coincides with the axial load applied to the specimen while the principal axes 2 and 3 are situated in the lateral 
section and axis 3 is orthogonal w.r.t. the sheet plane. 
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                        Figure 7. The strain path in the principal strain space under simple loading 
 
Such a view on loading of a specimen allows us to determine the equivalent von Mises strain for the RVE as follows: 
 ( ) ( ) ( )213232221eq 3
2
eeeeeee -+-+-= , (25) 
where 321 ,, eee  denote the principal components of the strain tensor. 
 
If the linear dimensions of the RVE do not coincide with the principal axes then the principal strains should be calcu-
lated by a change in the length of material segments in the RVE in the direction of the principal axes (cf., Appendix).  
The hypothesis about simple loading enables us to find plastic dilatation using a rule of additive summation of meso-
volume increments: 
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where 0Δ MEV  and MEVΔ  are the meso-element volumes at the initial and current moments of deformation, respec-
tively; MEV&Δ  is the rate of a volume change in the meso-element volume. 
 
At the initial moment of deformation the meso-element is represented by an elementary rectangular parallelepiped 
with sides 030201 ,, lll ,  which coincide with the principal strain axes, and volume 0302010Δ lllVME = .  During defor-
mation under simple loading the meso-element transforms into a rectangular parallelepiped with the volume 
321Δ lllVME = .  This fact allows us to present the dilatation of the meso-element as the sum of the principal strains 
using a rule of additive summation of strain increments: 
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If the linear dimensions of the meso-element do not coincide with the principal axes then the principal strains should 
be calculated by a change in the length of material segments in the meso-element in the direction of the principal 
axes (cf., Appendix).  The linear dimensions of the RVE measured at different stages of deformation allow us to find 
the dependence by using the relations given above. 
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3.3.2 Dependencies ( )eqeq ee  
 
By definition the deviatoric strain of the meso-element is given by: 
 ( ) ( ) ( )213232221eq 3
2
eeeeeee -+-+-= , (28) 
In order to measure linear dimensions of the meso-element we assume the void to be inscribed into the elementary 
volume MEVΔ  according to a geometrical model of the meso-element (cf., Fig. 2).  Therefore, the principal strains 
for meso-elements can be calculated as follows: 
 ( )
0
max
11 ln
dd
max
00
d
d
d
ds
d
ds M
=== òò ee ,  ( )
0
min
22 ln
dd
min
00
d
d
d
ds
d
ds M
=== òò ee ,  ( )
0
33 ln
dd
00
s
s
s
ss
s
ss M
=== òò ee , (29) 
where maxd  and mind  denote the length of major and minor axis of ellipsoidal voids, respectively, 0d  is the initial 
diameter of the cylindrical voids, 0s  and s  denote the thickness of the specimen in the region of the meso-element 
at the initial and current state of deformation, respectively. 
 
The dimensions of meso-elements and of the RVE measured at different stages of deformation allow us to determine 
the strains 
keq
e  and 
keq
e  at every k-th stage as well as the corresponding empirical dependence ( )eqeq ee .  Scatter of 
meso-element dimensions within each RVE results in scatter of their individual values ( kke
)  and eqe
) ) at each stage 
of deformation.  Therefore, the most probable values, kke  and eqe , for experimentally obtained distributions of kke
)  
and eqe
)  should be calculated for each RVE.  kke  and eqe  are the strain measures related to the N -th population of 
voids within the RVE.  They are also the local strain characteristics of the RVE at meso-level.  After processing the 
experimental data we have the necessary information for plotting the empirical trajectories of ductile damage in a 
phase plane of the meso-element strains ( kke , ( ) eq23 e ) and in a plane of the normalized parameters 1w  and 2w . 
 
 
4  Experimental Results 
 
Fig. 8 shows experimental curves ys vs. e  obtained from the test data, where ys  denotes the true yield stress at 
uniaxial tension and e  is the specimen elongation: [ ] 00 lll -=e , where ll ,0  denote the initial and current effec-
tive length of the specimen, respectively.  Obviously the specimens with artificial defects ( 1-Cu , 2-Cu , 3-Cu ) 
show a limit elongation %.. 5866f -=e  which is considerably smaller than for the 0-Cu  specimens without arti-
ficial defects where %.. 050849f -=e .  Moreover, a decrease in the initial distance ( cl ) between neighbor artificial 
voids causes a decrease in the limit elongation of the specimen.  For example, the specimens 3-Cu  ( 9.1=dlc ) 
give %.. 5694f -=e  while %.. 7534f -=e  for the specimens 1-Cu  ( 5.1=dlc ).  An increase in the angle J  
results in a decrease of the limit elongation fe  for all types of the specimens.  The point 0dd y =es  on the curve 
( )es y  corresponds to the onset of void coalescence.  For the specimens without artificial defects ( 0-Cu ) this point 
is characterized by fc 930 ee .=  and for the specimens 1-Cu , 2-Cu , and 3-Cu  we have ( ) fc 790630 ee .. -= , 
where the lower and the upper values of ce  refer to the specimens with 
o65=J  and o50=J , respectively.  After that 
coalescence evolves very fast (characterized by the falling branch of the curves ( )es y ) and results in the initiation of 
the macro-crack which passes through artificial voids.  The stages of the defect coalescence and the macro-crack 
propagation are shown in Fig. 9.  During plastic tension the initially cylindrical holes-voids assume a clearly ellip-
soidal shape which is elongated in the direction of the principal strain axis 1e  (cf., Fig. 9). 
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                    Figure 8.  True yield stress at uniaxial tension, ys , vs. specimen elongation,e  
 
         
  local zone with pre-machined holes    rupture of ligaments between ellipsoidal holes           coalescence of artificial “voids” 
 
          
             macro-crack propagation    fractured specimen 
                                               
                                               Figure 9. The main stages of damage evolution 
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Fig. 10 shows how the plastic dilatation of the meso-element depends on the equivalent strain of the RVE.  The end 
point of each curve corresponds to macro-fracture of the specimen.  The specimens without artificial defects reveal 
greater plasticity in the fracture zone ( 4.0eq =e ) as compared to the specimens with artificial defects 
( 4.03.0eq -=e ).  The deviatoric strain feqe  of the RVE grows due to an increase in the initial distance ( dlc ) be-
tween neighboring cylindrical holes.  The largest plastic dilatation fkke  of the meso-element within the fracture zone 
is observed in the specimens 2-Cu  at various angles J . 
 
The general trend of the growing dilatation of the meso-element as it depends on the deviatoric strain of the RVE at 
positive stress triaxialities can be described by the following power function: 
 akk b eqee =  ,  1>a  ,  [ ]feqeq ;0 ee Ì  (30) 
where a is a power parameter and b is a modulus of dilatation which can be determined by characteristic empirical 
points of the dependence ( )eqee kk , e.g., by the end point ( )ffeqf ; kkM ee  and some intermediate point 
( )11eq1 ; kkM ee : 
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e
e
e
º= . (31) 
The same behavior of dilatation, i.e., its increase under plastic deformation was previously revealed by Pardoen et al. 
(1998) who studied ductile fracture of copper specimens.  Table 1 presents the values of the power parameter a  and 
the modulus of dilatation b  calculated by the experimental dependences ( )eqee kk  for all of the investigated speci-
mens. 
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                  Figure 10. Plastic dilatation of the meso-element vs. the equivalent strain of the RVE 
                               o - the point of coalescence, · - the point of fracture 
 
 
                                  Table 1.  Parameters of plastic dilatation for the test specimens 
 
Designation of test specimens Parameters of plastic 
dilatation 
Cu-0 Cu-1 Cu-2 Cu-3 
 - o50  o55  o60  o65  o50  o55  o60  o65  o50  o55  o60  o65  
Power 
parameter 
a 
1.240 1.222 1.123 1.149 1.216 1.202 1.194 1.227 1.164 1.311 1.110 1.331 1.253 
Modulus 
of dilata-
tion b  
1.104 1.572 1.829 2.288 2.830 2.422 2.734 3.241 3.388 1.237 1.254 1.875 2.254 
 
 Fig. 11 shows the equivalent strain of the meso-element as it depends on the equivalent strain of the RVE.  The end 
point (
feqeq
ee = , 
feqeq
ee = ) of the curves ( )eqeq ee  corresponds to the fracture.  The curves ( )eqeq ee  can be ap-
proximated by a power function ab eqeq ee = , with 1<a  and [ ]feqeq ;0 ee Ì .  Since it is difficult to determine the 
value of 
feq
e  in the moment of fracture experimentally the parameters ba ,  can be found via the empirical point 
( )cceqc ; kkM ee  at the onset of coalescence and some intermediate point ( )11eq1 ; kkM ee .  After that the value of feqe  
is adjusted by using the known relation ab eqeq ee =  and the value of feqe .  Meso-elements of the specimens 1-Cu  
reveal smaller equivalent strains ( 52.048.0
feq
-=e ) toward the fracture when compared to the specimens 2-Cu  
( 57.053.0
feq
-=e ), where the lower and the upper values of 
feq
e  refer to the specimens with o65=J  and o50=J , 
respectively. The strain of the meso-element is larger than the strain of the RVE which contains these meso-
elements, ( 28.111.1eqeq -=ee ), where the lower and the upper values of eqeq ee  refer to the specimens with 
o65=J  and o50=J , respectively. 
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             Figure 11. The equivalent strain of the meso-element vs. the equivalent strain of the RVE 
 
The experimental dependencies ( )eqee kk  and ( )eqeq ee  allow us to represent ductile damage of test specimens in a 
plane of the meso-element strains ( ) eq23 e vs. kke  (cf., Fig. 12).  Meso-elements with artificial voids in the speci-
mens 1-Cu  reveal smaller equivalent strains ( ( ) 91.070.023
ceq
-=e ) toward the coalescence when compared to 
the specimens 3-Cu  ( ( ) 98.073.023
ceq
-=e ), where the lower and the upper values of ( )
ceq
23 e  refer to the 
specimens with o65=J  and o50=J , respectively.  A small increase in the deviatoric strain 
ceq
e  at the coalescence 
is revealed due to both an increase in the initial distance between the neighboring cylindrical voids and a decrease in 
the angle J .  The parameter J  describes an effect of positional relationship between a line of defects and slip bands 
in ductile materials. 
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Figure 12. Representation of ductile damage of test specimens in a plane of the meso-element strains: 
                 ( ) eq23 e  vs. kke ; o - the point of coalescence, · - the point of fracture 
 
All of the parameters of damage that appear in Eqs. (23) are now known.  Fig. 13 shows trajectories of damage 
( )21 ,wws  in a plane of the normalized parameters 1w  and 2w  calculated in the RVE zone of test specimens with 
artificial defects.  The first four diagrams in Fig. 13 were plotted by using the experimental data obtained by the au-
thors.  The last two diagrams (Fig. 13, bottom) were plotted by using the experimental data by Pardoen et al. (1998) 
who studied solid and notched bars made of pure cold-drawn copper both as-delivered (left diagram) and annealed 
(right diagram). The trajectories ( )21 ,wws  for the specimens with holes are located more to the right as compared to 
those for the solid specimen 0-Cu .  This displacement is caused by appreciably larger plastic dilatation in the 
specimens with artificial defects.  The onset of void coalescence in the specimens with artificial defects occurs at 
considerably smaller values of damage (vector magnitude: 70.0...62.02c2
2
c1c =+= www ) as compared to the solid 
specimens ( 92.0...90.0c =w ).  Artificial defects substantially “prolong” a stage of coalescence and allow us to ob-
serve it during the experiment (cf., Fig. 9).  Trajectories ( )21 ,wws  for the specimen 0-Cu   and those presented by 
Pardoen et al. (1998) for as-delivered copper specimens fit satisfactorily (cf., Fig. 13).  Some differences seem to be 
caused by a spread in the properties of the as-delivered copper, specifically in the values of the limit strain 
feq
e .  
The trajectories ( )21 ,wws  for the notched specimens with higher stress triaxiality are displaced to the right w.r.t. the 
corresponding trajectories for the solid specimens with lower stress triaxiality.  Annealed copper reveals substantially 
larger plasticity ( 70.0...518.0
feq
=e ) when compared to as-delivered copper ( 47.0...39.0
feq
=e ) where the lower 
values refer to the notched specimens with higher stress triaxiality. 
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Figure 13.  Trajectories ( )21 ,wws  of ductile damage in a plane of the normalized parameters 1w  and 2w   
                  calculated in the fracture area of test copper specimens;  
                 o - the point of coalescence, · - the point of fracture 
 
 
Fig. 14 shows the micro-structure of the deformed pure copper in the fracture zone of the specimen.  Cavernous de-
fects formed as a result of void coalescence and can be observed as darker local areas (the cavities of highest contrast 
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are indicated by white arrows).  Naturally, damage induced by the strain defects is greater directly on the crack sur-
face (Fig. 14, center) than around the crack (Fig. 14, left).  Crack initiation is caused by both void coalescence and 
localization of the shear strains in thin slip bands. 
 
                 
        around the crack surface (´200)             on the crack surface (´200)                           large cavities (´500) 
 
                         Figure 14. The micro-structure of the copper specimen after its fracture  
 
 
5  Discussion 
 
The main goal of the experimental research presented in this paper is to determine the material functions appearing 
in the constitutive relations (23) of ductile damage.  The experimental technique is based on the statement that the 
plastic dilatation of the meso-elements (and the void volume fraction connected with it), the deviatoric strain of the 
RVE and of the meso-elements, as well as the functional relations between them define the measures of damage 1w  
and 2w . 
 
The dependence of plastic dilatation of the RVE on its deviatoric strain, ( )eqee kk .  The general behavior of the 
growth of plastic dilatation of deformed materials at positive stress triaxialities can be described by the power func-
tion (30).  The power 1>a  is a measure of the nonlinearity of ( )eqee kk  ( ( )eqee kk  is linear at 1=a ).  The modular 
parameter b describes the intensity of the growth of plastic dilatation under deformation (at 1=a  the parameter b  is 
the slope of the line eqee bkk = ).  The dependencies of the growth of dilatation under plastic deformation, which are 
given in publications on ductile fracture of copper specimens (cf., Pardoen et al., 1998) and on the modeling of void 
volume fraction in ductile metals deformed at elevated temperature (cf., Klöcker and Tvergaard, 2003), correspond to 
the same power function (30).  The parameters of plastic dilatation ( a  and b ) are determined for all types of the test 
specimens (cf., Table 1).  The comparison of these parameters indicates that they depend on both the initial distance 
between voids, cl , and on the slope angle of a line of voids, J . 
 
The deviatoric strain of meso-elements.  During plastic tension originally cylindrical voids assume clearly ellipsoidal 
shapes elongated in the direction of the principal strain axis, 1e .  The change in void shape under plastic deformation 
was studied by Dung (1992) and Chen et al. (2002).  The effect of void shape on the onset of void coalescence was 
confirmed by Thomson et al. (2003).  Stepwise deformation of the specimens coupled with a measurement of the 
RVE and meso-elements at the end of each stage is performed in order to formulate the dependence ( )eqeq ee .  The 
authors assume a simple loading scheme (cf., e.g., Kachanov, 2004) for the calculation of the deviatoric strains of the 
meso-elements ( eqe ) and of the RVE ( eqe ) during uniaxial tensile tests.  This approach allows us to use an additive 
measure for the strains in case of triaxial strain state in the fracture zone of the specimen.  Such a calculation tech-
nique for the additive strains can be extended to the case of complex loading.  This is very important when studying 
damage of metals in such tests, when the ratios between the principal strain components change under deformation 
(Tutyshkin et al., 2001).  The established dependencies ( )eqeq ee  indicate that the strain of the meso-element is larger 
than that of the RVE (which contains meso-elements).  Thus the strain of the RVE is substantially averaged w.r.t. its 
volume.  Therefore an experimental determination of the strains at meso-level is necessary in order to accurately 
assess damage induced by strain. 
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Damage of the specimens.  Trajectories plotted in a phase plane ( kke , ( ) eq23 e ) show the process of damage in 
terms of the most probable values of the meso-element strains (cf., Fig. 12).  Trajectories ( )21 ,wws  define the extent 
of damage at the present moment of deformation (via the current values of the parameters 1w  and 2w ) including the 
onset of coalescence and the moment of fracture.  The onset of void coalescence in the specimens with artificial de-
fects occurs at considerably smaller values of damage as compared to the solid specimens.  Artificial defects substan-
tially “prolong” a stage of coalescence and allow us to observe it during the experiment (cf., Fig. 9).  The deviatoric 
strain of the RVE used as an argument in Eqs. (23) instead of the strain averaged w.r.t. the volume of the whole spec-
imen enables us to predict the most endangered areas of the material subjected to non-uniform deformation. 
 
Micro-defects have a strong tendency to grow and to become macro-defects.  In case of large plastic strains it is ap-
propriate to define a limit function (surface) of damage (cf., Krajcinovic, 2000).  The extreme points of trajectories 
( )21 ,wws  belong to the failure locus (Fig. 3, right). The deterministic parameters of damage 1w  and 2w  allow us to 
introduce the limit function of damage (failure) ( )21f , wwS  which can be approximated by the Lamé curve: 
121 =+
bb ww .  Two damage measures 1w and 2w  are required when assessing a quality of the meso-structure of me-
tallic components produced by forming procedures (cf., e.g., Zapara et al., 2009a; Zapara et al., 2009b). It can be 
explained by the fact that a high-quality structure of the metal (without large cavernous defects and clusters) essen-
tially improves an ability of components to withstand dynamic impact loads and also enhances their fatigue resis-
tance. Such products and components are widely used in aerospace, automotive and energy engineering. The pros-
pect of further studies in this direction is to determine trajectories of the evolution of damage for different engineer-
ing metals in a wide range of the meso-element strains typical for metal forming processes. 
 
 
Appendix 
 
Determination of the Principal Strains for the RVE 
 
Here we consider the determination of the principal strains for an RVE whose outer linear dimensions do not coin-
cide with a direction of the principal strain axes.  The RVE is in the central region of the specimen (cf., Fig. 4) and 
represented by a rectangular parallelepiped with five artificial cylindrical voids (Fig. A.1). 
 
 
 
Figure A.1. The calculation model for the RVE:  left before deformation, right after uniaxial tension 
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The direction of the first principal strain, 1e , coincides with the tensile loading direction while the principal strains 
2e  and 3e  are directed along the width and the thickness of the specimen, correspondingly. The initial position of 
the line of voids, 00 BA , w.r.t. the specimen axis (and w.r.t. the strain 1e ) is defined by the angle 0J .  During the 
process of deformation the RVE is transformed to a parallelepiped with ellipsoidal voids. Note that the angle be-
tween the parallelepiped edges in a sheet plane changes under deformation.  The angles in the sheet thickness direc-
tion remain right as this direction coincides with the principal strain 3e  (the angular strains are equal to zero).  In 
view of the assumed hypothesis on simple loading the principal strains of the RVE can be determined by Eqs. (24): 
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where 0001 DCl = ,  00002 sinJBAl = ,  003 sl = ,  CDl =1 ,  Jsin2 ABl = ,  sl =3 . 
 
The material segments 00BA , 00DC , AB , and CD , as well as the angle J  are measured by means of a general-
purpose optical microscope while the thickness is measured by using a thickness gauge.  The measurements do not 
reveal any noticeable curving of the initially straight material segments of the RVE.  This observation confirms the 
known “affinity condition” for the material particle transformations during deformation (cf., e.g., Sedov, 1983). 
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